
The GKB DrainmasTer is The perfecT machine for ensurinG excellenT DrainaGe of The Topsoil. The DrainmasTer achieves 
This By DiGGinG 2 or 3 Trenches, removinG The soil, filinG The Trenches wiTh sanD anD Then compacTinG The sanD. The 
milleD soil can ofTen Be useD as a Dress GrounD.

The DrainmasTer can creaTe Trenches up To 
23 cm Deep, anD fill Them wiTh DrainsanD. The 
wheels are aliGneD To compacT The sanD even 
more. DurinG TransporT The wheels can Be 
lowereD so ThaT The BlaDes no lonGer Touch 
The GrounD.

on Golf courses anD sporTs fielDs where surface waTer is 
causinG a proBlem, The DrainmasTer The soluTion. The creaTeD 
sTranDs ensure fasTer DrainaGe which ensures a hiGher playinG 
capaciTy. By millinG The fielD iT can Be perfecTly leveleD anD 
cleaneD if necessary, To Keep The sysTem funcTioninG opTimally.

Drainmaster



- worKinG wiTDh: 1,5 mTr

- worKinG DepTh: max. 23 cm

- Dimensions operaTion/TransporT: 4,5x3,9x2,6 / 4,5x2,6x2,6 mTr (lxwxh)
- weiGhT: 3300 KG (empTy)
- capaciTy sanDhopper: 4,0 m3

- powerconsumpTion: > 120 hp (+ creap GearBox)
- linKaGe: sTanDarD 3 poinT caT ii
- 1x DouBle acTinG hyDraulic valve / DepTh aDjusTemenT BucKlinG DrawBar (20 l/min)
- 2x DouBle acTinG hyDraulic valve / cylinDer siDeBelT anD BoGie (20 l/min)
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